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TP060 Orbital Tube To Tube Sheet Welding Head

Basic Information
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Product Specification
o Weldable Material: Carbon Steel, Stainless Steel, Titanium Alloy
(optional Support Cover)
« Weldable Pipe ®16 ®60 5/8" 2 1/2" (Optional To Expand
Diameter mm : To ©89)
o Tube Sheet Form: Tube Extended, Tube Flush
o Tungsten Electrode ®2.4 Standard « ®3.2
Diameter mm :
o Wire Diameter mm : $0.8. 1.0
o Spinning Speed rpm : 0.37 7.39
o Highlight: Tube To Tube Welding Head,

TP060 Orbital Welding Head
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Product Description

Description

This welding head is one special designed TIG welding head for tube to tube-sheet,which is used for carbon steel,stainless steel tube to tube-
sheet connection,mainly for protrusion tube and flush tube without wire feeding or with wire feeding.The standard small torch with additional gas
cover to weld Titanium alloy or other material which need higher protection.For OD 32mm and below tube,use localizer to positioning and
expansion collet with spring balancer for positioning.lt's compatible with Kunshan Huaheng iOrbital4000, iOrbital5000 programmable digital
welding power source to apply in chemical,food,medicine,heat exchanger.power plant, and nuclear industries etc.

)
c
=
-
X
o
Q
c
o
—
=3
—
=
o
o
c
o
=
o
=



https://www.huahengautomation.com/sale-50575044-tube-to-tubesheet-orbital-welding-application.html
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Performance

The pneumatic clamping and positioning method is adopted,so that the welding gun can be firmly positioned on the tube sheet without human
intervention,which truly reduces the welding skills of the welder;
With automatic arc length control device,the automatic arc length control function can also be turned off,and the arc length can be adjusted

manually;

Using the standard structure of water-cooled TIG welding torch,it is convenient and quick to replace or adjust the tungsten electrode;
Wire feeding without winding,comes with an integrated wire feeder with 1.0kg wire reel;

Water,electricity and gas all realize the function of no winding;

The handle is equipped with operation buttons,which conform to the ergonomic design.

Technical parameter

Welding angle 0° 30° adjustable
Arc length adjustment spacing(mm) 18
Maximum wire feed speed(mm) 1800
Protective gas Argon

Cooling method

water cooling

Cooling flow(ml/min)

>600

Rated current

300A duty cycle 60%

Weight(kg)

12(without cable)

Dimensions(mm)

550x290x510
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