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Efficient And High Precision Robot Automatic Head Cutting For Pressure
Vessel

Basic Information
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Product Specification

o Type: Robot End Cap Opening Cutting
o Head Diameter: 300mm ~ 4000mm
o Cutting Method: Laser/plasma/oxy
o Highlight: Robot Automatic Head Cutting,

High Precision Automatic Head Cutting
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Product Description

Huaheng Robot Head Cutting System

Open holes in the header according to customer needs

System by German Kuka robot, cutting platform,

Laser (plasma or flame), easy-to-open software and other combination

Suitable for opening hole cutting of butterfly and oval seals

Head diameter: 300mm ~ 4000mm

Widely used in pressure vessels, boilers, pharmaceutical equipment, chemical equipment and other industries
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Huaheng independent intellectual property rights of ‘easy opening’ (‘easy opening’) head automatic opening robot cutting system, the system
can realise the complete automation of head opening operation, and in the ‘small batch, The system enables complete automation of head
opening operations and efficient production in a ‘small batch, multi-variety’ environment.

Automatic generation of opening trajectory - only need to input the geometrical parameters related to the head and the opening, the
corresponding opening trajectory can be generated automatically, the automatic generation of the opening trajectory only takes a few seconds,
even for single piece production, it can also be easily capable of handling.

Instant transmission of the opening trajectory - the automatically generated opening trajectory is transmitted instantly to the robot via Ethernet,
and the robot is ready to cut within seconds, maximising the efficiency of the machine.

Automatic correction of opening trajectory - Any deviation of head placement during loading and head profile deviation during manufacturing is
automatically corrected by the robot to ensure accurate opening position/shape and consistent cutting quality.

Plasma, laser and flame cutting processes - maximise production efficiency.
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